
      Lighting Lantern type   
SPN 0/3/OP-95

Description 
Lighting lantern type SPN – 0/3/OP – 95 is designed to illuminate 

parks, passage ways, walking paths and any other open space of modern style. 

Due to a unique outlook of the lantern, it is easy to change an old 

neighbourhood adding to it a touch of new. 

Construction 
 
Pole of the lighting lantern type SPN -0/3OP – 95 

is made totally of aluminium cast. The pole consists of  

nine cylindrical sections combined together. These 

elements, made of high pressure aluminium cast, are very 

light and produced with great accuracy.  

The components are available in two versions: 

solid and perforated (with holes). Modular structure of 

the pole allows in an easy way to regulate the total length 

of the pole, by adding or taking away elements. In order 

to join the particular parts, a special inlet-canal system 

with a silicone gasket is used. The system significantly 

facilitates connection of the elements, there is no trace of 

joints and the silicone gasket assures effective tightness 

inside the pole. 

There is another, important  advantage of the 

system: there is no need for special transport cars with 

semi-trailers and assembly can be done without such 

equipment as crane or a lift truck.  

It considerably lowers the investment costs.
 



 

Footing of the lantern is designed to be 

installed on prefabricated foundation type F or 

using reinforcement basket. 

Niche for  fuse connection is made within one 

component, what enables an investor to choose 

individually a place for the niche location. Height 

and direction (180
) 

of its position can be determined at the building site. 

Placing another source of light inside a pole 

is new on the Polish market. Illumination of the pole 

body provides an additional ambient light, but also 

makes the pole look in a quite unique way.  

Standard light sources to be used in the body 

of a pole are: high pressure lamps, fluorescent 

compact lights, light-emitting diode LED. 

Top of the pole is a separate element on 

which there is a special ending to fix a luminaire. 

The standard ending has a  Ø 60 mm diameter  and 

is 100 mm long. On request, the ending can be 

matched to customer`s demands, according to the 

dimensions and type of luminaire. Due to modular 

structure of the pole, in future it will be easy to 

replace luminaries – without  need of disassembly 

or exchange of the pole – thus saving time and 

money. 

Lighting lantern type SPN -0/3OP, through 

spray painting in any RAL colour, is highly resistant 

to corrosion. On customer`s  request, lanterns can 

either be powder-painted or painted with  a 

structural paint.

 



Luminaire
 

 

Lighting lantern type SPN -0/3OP 

is, in standard, equipped with luminaire 

serie OP-95. Body of the luminaire, made 

of aluminium pressure cast, is produced 

with great accuracy  and is extremely light. 

Lamp shade is made of  UV stabilized 

polycarbonate. 

 

The lantern, in standard, has a 

screen which allows a better light 

distribution. Anticorrosion protection is 

provided by a spray painting in any RAL 

colour. The lantern is designed to be fitted 

a the Ø  60 mm ending of the pole. 

 

 

 

 

 

 

 

Technical Data: 
 
1. Protection rating                                                     
2. Housing`s Anti corrosion 
property                         
3. Electric shock-proofrating                                      
4. Working environment                                             
5. Lamp holder                                                            
6. Power source                                                           
7. Lamp                                                                        
 
 
 
 

 
 
 
 
 
 
 
-  IP 65 
 
-  class II 
-  class  I 
-  35 
 C/+45
 C 
-   E 27 
-  230 V/50 Hz 
-  70-125 W high-pressure metal 
halide,  fluorescent compact lamps 
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